
  MATERIAL SAFETY DATA SHEET FOR HAMMER-CAPSULETM ADHESIVE ANCHOR CAPSULES

Company: Powers Fasteners, Inc.
Address: 2 Powers Square

New Rochelle, NY  10801
Phone: (914) 235-6300
Contact: Customer Service Department
Emergency Contact: CHEMTREC
Emergency Phone Number: 800-424-9300

Product Name: Hammer-Capsule Adhesive Anchor Capsules

                 Section I - Product Identification

Product Name: Hammer-Capsule Adhesive Anchor Capsule
UN Numbers: 1866
Chemical Family: Acrylic Epoxy Resin Compound (Vinyl Ester) and Peroxide Hardener 
Synonyms: Proprietary

                Section II - Hazardous Ingredients

 CAS  ACGIH OSHA
Component                                      Number  TLV PEL
Unsaturated Epoxy Acrylic Resin            62395-94-2                      N/A                              N/A

Benzoyl Peroxide                         94-36-0     5 mg/m3 5 mg/m3

Quartz        14808-60-7        N/A                    TWA: 0.1 mg/m3

 CAS   ACGIH OSHA
Component                                                                       Number  TLV PEL
Phthalat                                       81-61-7                         N/A              N/A
Styrene Monomer                                  100-42-5     50 ppm (skin)              TWA:100 ppm

OSHA PEL is the OSHA Permissible Exposure Limit.
ACGIH TLV is the Threshhold Limit Value.  TWA signifies a Time Weighted Average.
 

       Section III - Physical Data

Appearance: Light Tan Colored Liquid
Odor:                                                                                          Mid Aromatic
Boiling Point                                                                            293oF
Melting Point N/A
Vapor Pressure: 5mm Hg. at 68oF
Percent Volatiles: N/A
Vapor Density:  3.6

Specific Gravity:                    1.04
pH: N/A
Decomposition: N/A
Evaporation Rate: N/A
Solubility (H2O): N/A

         Section IV - Fire and Explosion Data

Flash Point:90                                                                           90oF Closed Cup
Flammability Limits: Not applicable
Flammability Class: Not applicable

 Extinguishing Agent: Dry extinguisher, foam, carbon dioxide or waterspray (do not use 
direct water jet)

Fire and Explosion Hazards:                                                  None Known

Special Fire Fighting Procedures: Wear NIOSH / MSA Self-Contained Breathing Apparatus and full protective gear 
if necessary, depending upon the size of the fire.

Page 1 of 3

Administrator




Section V - Exposure and Effects

Exposure Effects:

Inhalation: Do not breathe vapors directly.  Concentrated fumes in poorly ventilated areas may cause 
mild dizziness and / or slight nausea.

Skin Contact: May be irritating.  May cause skin sensitization effect.

Eye  Contact:                                                                              Eye irritant.  May cause irreversible eye bums or other injuries.  Severe injuries are possible.

Ingestion: May cause irritation to the mouth, stomach tissue and gastro-intestinal tract.

Health Conditions Aggravated by Exposure: Chronic respiratory conditions, skin disorders and allergies, and eye disease.

First Aid:

Inhalation: Remove to fresh air.  Consult a physician if discomfort persists.

Skin Contact: Remove contaminated clothing immediately.  Wash contaminated areas
thoroughly with soap and water and rinse with water.  Do not use any solvent.  
Consult a physician if irritation and / or sensitization persists.

Eye Contact: Flush thoroughly with water immediately for a minimum of 15 minutes.  
Consult a physician if irritation persists.

Ingestion: Consult a physician immediately.  Do not induce vomiting.  If swallowed, 
drink plenty of milk or water.  

   Section VI - Reactivity Data

Stability: Stable
Incompatible Materials: Strong acids, strong bases and strong oxidizing agents.
Hazardous Decomposition Products: By thermal decomposition CO, CO2, propionaldehyde, maleic acid, 

benzoic acid,phenyl benzoate, triphenyls, biphenyls, benzene
Hazardous Polymerization:                                                   Will Not occur
Other Conditions to Avoid: N/A.

           Section VII - Spill, Leak or Disposal Procedures

Steps to be Taken in the Event of Spills, Leaks or Release: 
Avoid contact with the material.  Wear suitable protective clothing.  Contain spill and do not allow material to empty into drains and water 
courses.  If material has entered a water course, lake or sewer, or has contaminated soil or vegetation, advise the local authorities.

Waste Disposal Method:
Collect and place in a sealed drum or other suitable closed container.  If components are mixed, allow to solidify.
Dispose of in accordance with Federal, State and Local Environmental Regulations

               Section VIII - Special Protective Measures

Ventilation: Provide good ventilation of the work area.  Mechanical or natural exhaust is 
recommended.

Eye Protection: Wear safety glasses, goggles or face shield meeting ANSI requirements,  
particularly when using material overhead.

Hearing Protection: Not applicable.

Skin Protection: Wear protective rubber or plastic gloves and other appropriate protection.

Respiratory Protection: NIOSH/MSA Approved Organic Vapor Respirator is recommended in confined areas

Section IX - Special Precautions 

Storage: Store in cool and dry conditions away from sunlight and ultraviolet radiation.  Keep  
in original packaging at temperatures between 50o and 100o F. 

 

Waste Disposal Method: Dispose of in accordance with Federal, State and Local Environmental Regulations.
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