ANALOR CHART

**ADHESIVE SYSTEMS**

<table>
<thead>
<tr>
<th>Anchor</th>
<th>Click</th>
<th>Size (in.)</th>
<th>Bond Strength (psi)</th>
<th>Compatibility</th>
<th>Channel Diameter (in.)</th>
<th>Washer</th>
<th>Grip Length (in.)</th>
<th>Pull-out (lb.)</th>
<th>Temp (°F)</th>
<th>Water</th>
<th>Corrosion</th>
<th>Acceptability</th>
</tr>
</thead>
<tbody>
<tr>
<td>PureT®</td>
<td>2D</td>
<td>3/8 - 1-1/4</td>
<td>15,000 - 20,000</td>
<td>Concrete &amp; CMU</td>
<td>1/4 - 3/4</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>PE 1000®</td>
<td>2D</td>
<td>3/8 - 1-1/4</td>
<td>15,000 - 20,000</td>
<td>Concrete &amp; CMU</td>
<td>1/4 - 3/4</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>AC 100®</td>
<td>2D</td>
<td>3/8 - 1-1/4</td>
<td>15,000 - 20,000</td>
<td>Concrete &amp; CMU</td>
<td>1/4 - 3/4</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>PureT®</td>
<td>2D</td>
<td>3/8 - 1-1/4</td>
<td>15,000 - 20,000</td>
<td>Concrete &amp; CMU</td>
<td>1/4 - 3/4</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>AC 50®</td>
<td>2D</td>
<td>3/8 - 1-1/4</td>
<td>15,000 - 20,000</td>
<td>Concrete &amp; CMU</td>
<td>1/4 - 3/4</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Hammer-Cap®</td>
<td>2D</td>
<td>3/8 - 1-1/4</td>
<td>15,000 - 20,000</td>
<td>Concrete &amp; CMU</td>
<td>1/4 - 3/4</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Chem-Stud®</td>
<td>2D</td>
<td>3/8 - 1-1/4</td>
<td>15,000 - 20,000</td>
<td>Concrete &amp; CMU</td>
<td>1/4 - 3/4</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**HEAVY DUTY**

- **Atomic-Undercut® (Undercut Anchor)**
- **Power-Stud®+ (Power-Stud Plus Anchor)**
- **Power-Stud® (Power-Stud Anchor)**
- **Wedge-Bolt® (Wedge-Bolt Anchor)**

**MEDIUM DUTY**

- **Power-Stud®+ SD1 (Power-Stud Plus SD1 Anchor)**
- **Power-Stud®+ SD2 (Power-Stud Plus SD2 Anchor)**
- **Power-Stud®+ SD4/SD6 (Power-Stud Plus SD4/SD6 Anchor)**
- **Power-Stud®+ HDS (Power-Stud Plus HDS Anchor)**
- **Lok-Bolt® AS (Lok-Bolt AS Anchor)**
- **Wedge-Bolt®+ (Wedge-Bolt Plus Anchor)**

**LIGHT DUTY**

- **Tapper® (Concrete Anchor)**
- **Safe-T Plt® (Safe-T Plate Anchor)**
- **Splice® (Splice Anchor)**
- **Drive® (Drive Anchor)**
- **Zamac Hammer Screw® (Zamac Hammer Screw Anchor)**
- **Zamac or Nylon Nut® (Zamac or Nylon Nut Anchor)**
- **Calk-In® (Calk-In Anchor)**
- **Toggle-Bolt® (Toggle-Bolt Anchor)**
- **Zamac or Nylon Zip-It® (Zamac or Nylon Zip-It Anchor)**
- **Wall Dog® (Wall Dog Anchor)**

For technical support please contact a Powers Product & Code Expert at 800-524-3244 or visit our website at www.powers.com

Powers USA: (800) 524-3244
Powers Canada: (905) 673-7295

www.powers.com

For verification of approval notice to be applied. The information and data contained within this document is current as of February 11, 2024, and is subject to change without notice. Please refer to your local Code Body for the most current and up-to-date information and data. Contact Powers Fasteners at 800-524-3244 or visit our website at www.powers.com.